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ABP Base series

Square Tooling Column

ABP Base series

Square Tooling Column

ABP Dimensions

ABP-08ABP-07

A B C D E F H K

ABP DIMENSIONS mm/kg

ABP07-300300-0500

ABP07-400400-0500

ABP07-400400-0650

ABP07-500500-0600

ABP07-500500-0750

ABP07-630630-0700

ABP07-630630-0850

ABP07-800800-0800

ABP07-800800-1000

ABP07-10001000-1000

ABP07-10001000-1250

Model NO. Weight A B C D E F H K L T

ABP DIMENSIONS mm/kg

ABP08-300300-0500-12

ABP08-400400-0500-12

ABP08-400400-0650-12

ABP08-500500-0600-12

ABP08-500500-0750-12

ABP08-630630-0700-12

ABP08-630630-0850-12

ABP08-800800-0800-12

ABP08-800800-1000-12

ABP08-10001000-1000-12

ABP08-10001000-1250-12

Model NO. Weight A B C D E F H K L T

ABP DIMENSIONS mm/kg

ABP08-300300-0500-16

ABP08-400400-0500-16

ABP08-400400-0650-16

ABP08-500500-0600-16

ABP08-500500-0750-16

ABP08-630630-0700-16

ABP08-630630-0850-16

ABP08-800800-0800-16

ABP08-800800-1000-16

ABP08-10001000-1000-16

ABP08-10001000-1250-16

Model NO. Weight

 300 250 450 50 40 150  M12 M12 150 M16-64 90kg

 400 320 450 50 55 250 M16 M16 200 M16-128 152kg

 400 320 600 50 55 250 M16 M16 200 M16-176 195kg

 500 400 550 50 75 300 M16 M16 250 M16-200 235kg

 500 400 700 50 75 300 M16 M16 250 M16-260 295kg

 630 500 650 50 100 350 M16 M16 315 M16-288 365kg

 630 500 800 50 100 350 M16 M16 315 M16-360 440kg

 800 640 750 50 135 500 M16 M16 400 M16-504 630kg

 800 640 950 50 135 500 M16 M16 400 M16-648 770kg

1000 800 945 55 165 600 M20 M16 500 M16-792 1164kg

1000 800 1195 55 165 600 M20 M16 500 M16-1012   1391kg  

ABP Dimensions
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T-MTP Locating hole

 300 250 450 50 40 150  M12 M12 150 M12-64 90kg

 400 320 450 50 55 250 M16 M16 200 M12-128 155kg

 400 320 600 50 55 250 M16 M16 200 M12-176 200kg

 500 400 550 50 75 300 M16 M16 250 M12-200 240kg

 500 400 700 50 75 300 M16 M16 250 M12-260 300kg

 630 500 650 50 100 350 M16 M16 315 M12-288 360kg

 630 500 800 50 100 350 M16 M16 315 M12-360 445kg

 800 640 750 50 135 500 M16 M16 400 M12-504 635kg

 800 640 950 50 135 500 M16 M16 400 M12-648 780kg

 1000 800 945 55 165 600 M20 M16 500 M12-792 1164kg

 1000 800 1195 55 165 600 M20 M16 500 M12-1012 1391kg

 300 250 450 50 40 150  M12 M12 90kg

 400 320 450 50 55 250 M16 M16 160kg

 400 320 600 50 55 250 M16 M16 210kg

 500 400 550 50 75 300 M16 M16 250kg

 500 400 700 50 75 300 M16 M16 310kg

 630 500 650 50 100 350 M16 M16 400kg

 630 500 800 50 100 350 M16 M16 460kg

 800 640 750 50 135 500 M16 M16 680kg

 800 640 950 50 135 500 M16 M16 800kg

 1000 800 945 55 165 600 M20 M16 1164kg

 1000 800 1195 55 165 600 M20 M16 1391kg

Special Design is Welcome! Special Design is Welcome!

MC Square Tooling Column
Material: FC30
Heat treated: Normalized
Application: Horizontal Machining Center
Features: Ready to accept a hole pattern for 

your special jig.

MC Square Tooling Column
Material: FC30
Heat treated: Normalized
Application: Horizontal Machining Center
Features: Alignment bushing & thread insert at 

every hole location, easily adapts to 
standardized jig components.
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H-Cap-Screw Hole
(Find in Page 1)

H-Cap-Screw Hole
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Locating hole
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